PEGASUS

PEGASUS - provedeni kartacovana nerez,
608 x 1700 mm, s ventilem CUBE nerez,
chromova madla

E

PEGASUS - provedeni bordé
(strukturalni barva), 608 x 1220 mm,
madlo chromové

F

PEGASUS - provedeni bila-lak,
608 x 800 mm s ventilem COMBI,
madlo chromové

PEGASUS

Centralni vytapéni: ANO
Kombinované vytapéni: ANO
Elektrické vytapéni: ANO

MozZnosti pfipojeni:
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Chromova madla
PGHT | 490 x 164mm | 1991,- - 4@ e 2l Mg . o~z
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PGH2 | 605 x 164 mm | 2 080,- A A A
PGH3 | 760 x 164 mm | 2191,

DH | 760 x 164mm | 3480, I I
PGHTH | 490 x 164 mm | 2 235,- o S,
PGH2H | 605 x 164 mm | 2 341,-

PGH3H | 760 x 164mm | 2466~ | Chromoveé madlo PGH1 Chromové madlo DH Chromové madlo PGH1H - hranaté
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- — Bila povrchové [mm] [kl 1 ] vykon el.
" Gpravy (lak)* 75/65°C | 55/45°C 9 top. tyée [W]
PG1C | 10 097,-| PG1SS| 7593,-| PGIW | 7538 PGI 7538,- 488 x 800 329 7 9.0 42 450/50 200
PG2C | 11 937,-| PG2SS| 8423,-| PG2W | 7893,-| PG2 7893, 608 x 800 445 231 11,0 49 570/50 300
PGAC | 11477,-| PG4SS| 8514,-| PGAW | 8692,-| PG4 8692, 488 x 1220 523 272 14,0 6,6 450/50 300
PGSC | 13 784,-| PG5SS| 9 612,-| PGSW | 9087,-| PGS 9087, 608 x 1220 682 355 16,8 79 570/50 400
PG7C | 13 479,-| PG7SS| 9890,-| PG7W | 10103,-| PG7 | 10103,- 488 x 1700 716 372 199 9.0 450/50 400
PG8C | 16 180,-| PG8SS | 11174,-| PG8W | 10714,-| PG8 | 10714, 608 x 1700 928 483 228 10,7 570/50 600
Horizontélni provedent
PGLC ‘ 12 053,- PGLSS‘ 8514,- | PGLW ‘ 8692,-| PGL ‘ 8692, 1208 x 500 ‘ 523 ‘ 272 ‘ 14,0 ‘ 6,6 ‘ 1170/50 ‘ =

Doporu&ené maloobchodni ceny bez DPH v K&.

*Ostatni povrchové Upravy (lak) viz vzornik str. 82. **Prepocet teplotnich spad na www.pmh-co.cz

Radiator lze pfipojit po stranach, na jednu stranu i na stied. U provedeni L nedoporucujeme vytapéni pouze el. topnou tyéi.




